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W20-1

SIGN SPACING = X (1)

RURAL ROADS 45/ 55 MPH 500' +
RURAL ROADS & URBAN ARTERIALS 35/ 40 MPH 350" &
RURAL ROADS & URBAN ARTERIALS 25730 MPH 200' £ (2)
RESIDENTAL & BUSINESS DISTREICTS

URBAN STREETS 25 MPH OR LESS 100' £ (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE INTERCHANGE

* RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
W20-7B (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
= ROADWAY CONDITIONS.
b CHANNELIZATION DEVICE
SPACING (feet)
% MPH TAPER TANGENT
50' min. | a 50/55 40 80
100" max. 35/45 30 60
BE 25/30 20 40
PREPARED
W20-78
3 SIGNS
50" min. w2e-1
100" max.
X X X
] [ ]
o v f
o
< a a o] e
Z < oo® J
o aQa [¢] o /
—_— uu o a a \ a a R
LY . a o
K K K
X X X .
\. 50 min. 3 SIGNS
100" max.
BE
PREPARED a
TO STOP 50" min.
4 100" max.
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NOTES:
» 1. NIGHT WORK REQUIRES ADDITIONAL ROADWAY LIGHTING AT FLAGGING STATIONS,
SEE THE STANDARD SPECIFICATIONS FOR ADDITIONAL DETAILS.
LEGEND e
/’ FLAGGING STATION = PR:I;ARED 2. PROTECTIVE VEHICLE RECOMMENDED - MAY BE A WORK VEHICLE.
T0 STOP
y TEMPORARY SIGN LOCATION < 3. TYPICAL APPLICATION SHOWN, ADJUST FOR SITE CONDITIONS.
J W20-7B
o CHANNELIZING DEVICES
p4
PROTECTIVE VEHICLE - RECOMMENDED TYPICAL ROUNDABOUT FLAGGING OPERATION
W20-
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